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MADE IN
FRANCE

SKU Designation French Law MSRP

EN32g0| Armistol Damascus Steel |\ o inre 144.00 € incl. tax
Tanning 120ml

Tanning in successive layers of the Damascus barrels, offering a beautiful "dead leaf
brown" color.

ARMISTOL Damascus Tanning produces a brownish color, more or less dark, with steel taking the
color better than iron. Specifically designed for Damascus barrels.

Damascus barrels are made of forged-welded iron and steel wire, which forms regular patterns on
the barrels' surfaces.

Preliminary work: the pieces to be bronzed are finely polished, degreased and brushed after
drying.

Tanning work: Wearing rubber gloves to avoid touching the parts to be tanned is recommended.
Apply the first coat with a cotton pad, evenly and without excess. After 6 to 12 hours, depending on
the nature of the metal, the room temperature and the humidity level, vigorously card the oxide that
has formed (Jex pad, steel wool) and apply another coat of product.

Repeat the operation until you obtain the desired shade (6 to 10 coats).

At the end of treatment, immerse the part in cold water with 3 to 4 tablespoons of St Marc
detergent (approximately 12 hours).

Rinse and oil with vaseline, linseed or polish oil.

If the barrel pattern is not sufficiently visible, dilute the product gradually with methylated spirits.

Les prix de vente conseillés sont mentionnés a titre indicatif. Les armuriers sont libres de vendre
au prix qu'ils souhaitent. Textes et photos non contractuels, sujet & modification.
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