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Depuis 1973

Lancer Tactical AEG airsoft X Airtac Gen 3

https://europarm.fr/en/produit-21121-Lancer-Tactical-AEG-airsoft-

X-Airtac-Gen-3

SKU |Designation|French Law|Shots|Length (cm)|(Weight (g)| Colors |Airsoft Type MSRP
LE9079| Purple | Vente libre | 130 78 1950 | Purple | Electrical 2”‘1‘30;5
LE9078 | Matte Black | Vente libre | 130 78 1950 | Black | Electrical 2|:f|otgx€
LEQ9O77 Gold Vente libre | 130 78 1950 Golden Electrical 2.33(125
LE9076 Blue Vente libre | 130 78 1950 Blue Electrical 2.45'00 €

incl. tax
LE9075 Black Vente libre | 130 78 1950 Black Electrical 2|:flot(;x€

High-performance and customizable AEG airsoft replica for intensive gaming.

The Lancer Tactical AEG X Airtac Gen 3 is a modern electric replica, designed to offer reliability,

responsiveness and comfort of use in the field.
= Body: reinforced polymer and carbon fiber

= Mosfet: Zion Arms Nebula programmable
= Canon: precision 6.03 mm / 14.5"
= Stock: Adjustable and pivoting DELTA

= Sighting devices: enhanced fiber optics

s Thread: 14 mm CCW for accessories

Designed for the intensity of the game

Firing modes: semi-automatic, full-automatic, safe
Speed: 300-330 FPS (0.209)

Magazine: 130 rounds Mid-Cap
Battery: 11.1V LiPo (not included), Deans connector
Gearbox: V2 metal, 18:1 steel gears



https://europarm.fr/en/produit-21121-Lancer-Tactical-AEG-airsoft-X-Airtac-Gen-3
https://europarm.fr/en/produit-21121-Lancer-Tactical-AEG-airsoft-X-Airtac-Gen-3

Whether for speedsoft , Milsim , or CQB games, this replica impresses with its lightness and
responsiveness. The polymer and carbon fiber body offers an excellent balance between
strength and maneuverability, even in the most dynamic situations.

6.03 mm precision barrel

The polished inner barrel significantly improves accuracy and range . Combined with the
adjustable rotary hop-up , it ensures a consistent trajectory and highly valued firing stability during
gameplay.

Reinforced V2 gearbox and Zion Arms electronics

The heart of the replica lies in its V2 metal gearbox , equipped with robust components: 18:1 steel
gears , a polycarbonate piston with steel teeth , a spring guide on bearings , and a high-
torque 19,000 rpm motor . All of this is controlled by the Zion Arms Nebula MOSFET ,
programmable to adapt firing modes as needed.

Ergonomics and modularity

The adjustable and pivoting DELTA stock allows for precise adjustment to the user's physique.
The rear stock adapter, Picatinny rail for red dot sight, and 14mm CCW thread for suppressor or
tracer make this replica fully customizable.

FAQ
What type of battery should | use with this replica?

An 11.1V LiPo battery with a T-Dean connector is recommended for optimal operation. It is not
included.

Is this replica compatible with standard M4 magazines?
Yes, it is compatible with most M4 type magazines, Mid-Cap or Hi-Cap.
Can a silencer or a tracer be installed?

Yes, the outer barrel has a 14mm CCW thread compatible with most airsoft silencers or tracers.

Les prix de vente conseillés sont mentionnés a titre indicatif. Les armuriers sont libres de vendre
au prix gu'ils souhaitent. Textes et photos non contractuels, sujet a modification.



